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5. Existing speed |imit signs within a reduced speed zone shall be covered.

6. Sign no. R2-1-48, R2-1a-24, R4-1-48, W22-8-48, W20-52-54, and W8-12-48
shall be placed just after all important intersections and every five miles in
either direction. Sign no W8-12-48 shall be placed when fraffic volumes are
750 ADT or less. No short term markings are placed when this condition exists.
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ROAD WORK (See note #9)
END MINIMUM FEE $80
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SPEED LIMIT ENFORCED LM volume NEXT 00 MILES => volume volume 620-520-72 (see note #2) C20-20-48
G20-1a-60 local road 620-500-72 local road local road  Post mounted Post mounted
MINIMUM FEE $80 s —— Barricade mounted Post mounted
WHEN WORKERS PRESENT Post meunteq Post mounted IRSENE
(see note #3) CONSTRUCTION SIGN LAYOUT W22-8-48
Péﬁfkﬁrﬂ%d R2-1-48  [SPEED 2 and 4 lane highway with intersecting ' Pogfﬁzﬁied we-12-48
(see note #3)|LIMT routes where traffic is maintained. A Post mounted
SPEED XX DO R2-1-48
LIMIT NOT NO (see note #3) Post mounted
MININO PASS| NO
XX : CENTER p  MB-12-48 . SPEED DO CENTER
R2-1-48 [NEXT 00 NILES ] R2-1a-24 R4-1-48 OsT mounte LIMIT = R4—1-48
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(see note #2) P ‘ _5o_ >
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$ X X i '-I”IT R2-1-48
DO T W22-8-48
CENTER NOT R2-10-24 NO A I Ra-1-48
STRIPE PASS R2—1-48 SPEED Post mounted
W22-8-48 Post Mounted CENTER PASS| ( ) LIMIT W20-52-54 (see note #2)
v R4-1-48 " M A— STRIPE see note
We_1o_ag  Post Mounted  W3-5-48 (o] TYPE H Post Mounted VARG R
Post mounted Post mounted W20-52-54 CONSTRUCTION SIGN LAYOUT - ([NEXT 00 MILES ||
Post mounted 2 and 4 lane highway with intersecting W8-12-48 2
routes where traffic is maintained over Post mounted R2-1a-24
seql proj ect. Post mounted
1. Barricade shown to be placed on roadway shall be on a moveable assembly. The contractor has the option of using portable sign supports in lieu Ev

- Work area
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[eee] Sequencing arrow panel
IT Type A delineator or

vertical panels back
to back

NORTH DAKOTA
DEPARTMENT OF TRANSPORTATION
10-1-86
ADVANCE WARNING SIGN SPACING
Distance Between Signs REVISIONS
Road Type Min. (ft) DATE CHANGE
A B C 08-15-96 | Revise flag note
Urban — Low Speed (30 mph or less) 150 150 150 18’?;’23 izge;‘” :evésrgs
—18— ed note
Urban - Low Speed (over 30 to 40 mph) 280 280 280 07-19-02 | Rev. end road work &
Urban — High Speed (over 40 mph to 50 mph)| 360 360 360 speed |imit sign
Rural — High Speed (over 50 mph to 65 mph)| 720 720 720 07-25-03 | Rev. R2-1a & W20-1
04-01-04 | Rev. fee sign & warning
Urban Expressway and Freeway sign spacing Rev note 3.
(55 mph to 60 mph) 850 1350 2200 add note 10
Rural Expressway and Freeway ;Z’S;’g;‘ szsguwg ;dfs“T " ond
—29— e -t o Type an
(70 mph to 75 mph) 1000 1500 2640 Type G» Rev. Adv. Warning
Interstate/4-Lane Divided Tables Rev. Note 3
(Maintenance and Surveying) 750 1000 1500 04-05-06 | Corrected sign W3-5
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